Consair CAMU D2
Consair CAMU D2 is a mobile source extractor
workstation for dust control of blending dry mixes,
such as cement, plaster, mortars and screeds.
CAMU reduces dust content in the mixing site
by over 99 %.
Powerful work light helps to see dust.
The surfaces of the mixing area are
white, so the worker can see what he
or she is doing.

Lightweight and shockproof air
guiding and splash guard doors can be
set and locked in the desired position.

Maintenance and cleaning are easy
thanks to the doors that can be
cleaned and replaced. If necessary,
the filters are changed and the
device is ready for use.
Quick and dust-free filter
change, dust remains inside the
filter. There is no need to handle
the filter material because the
filter is enclosed in a box that
prevents the spread of dust. The
use of a respirator when
changing the filter is not
necessary.

Sliding rails help getting
up stairs.

Moves from place to place on
site with the wheels. Fits in
small spaces.

CAMU D2 Technical information
Max. air volume of the fan

1300 m3/h*

Height

1150 mm

Main filter

F9

Width

580 mm

Pre-filter with container

G2+G4

Depth with doors closed

600 mm

Power consumption

180 W

Door width

390 mm

Rated voltage

230 V

Height of suction opening

375 - 585 mm

Led work light

10 W

Electrical outputs

2 pcs

Weight with filters

28,5 kg

*The amount of air is optimized for source extraction and remains
constant throughout the life of the filters.

CAMU D2 source extractor's
two modes of operation
5 min. source
extraction cycle
CAMU D2 is started each time the
mixing work commences at the work
station. The device goes into stand-by
mode after 5 minutes, and thus saves
energy. Maximizes the lifetime of the
filters.

Continuous source
extraction mode
CAMU D2 can run in a continuous
mode, which speeds work when the
workstation is used be multiple
workers and when there is a lot of
mixing work done. The device also
simultaneously cleans* the air at the
work station.
* The device is not intended for use as a
negative pressure unit. It must not be used
for demolition work and must not be used for
handling contaminants. Do not use in
potentially explosive atmospheres.

CAMU D2 filter

Unique pre-filter with container (patent pending)
The machine indicates with the indicator light when the filters needs to be replaced.
The filter change interval also depends on the humidity conditions on site.
Filters indicator lights indicate both the main and pre-filter fill rates.

Light 1:
Pre-filter
Light 2:
Main filter

Filter OK
Filter filling rate 85 %
The filter is full and needs to be changed, fill level is 100%
The pre-filter is capable of collecting about 1-2 kg of dust generated from
about 5000 kg of dry matter, depending on the material used and the air
humidity level at the site.
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